THE ANESTHESIA WORK ENVIRONMENT
1. There shall be in each location sufficient electrical outlets to satisfy anesthesia machine and monitoring equipment requirements, including clearly labeled outlets connected to the emergency power supply.

2. No flammable anesthetic agents will be used in the Surgery Center.
3. Inhalation anesthetic agents will be added to permanently labeled vaporizers only by an anesthesia provider.  

4. There will be suction apparatus available at each anesthetizing location.

5. Piped oxygen shall be available in each anesthetizing location, meeting applicable codes. Oxygen shall be available in cylinders on the anesthesia machine at least one cylinder shall be available.

6. Adequate illumination shall be in each anesthetizing location to observe the patient, anesthesia machine, and monitoring equipment. Some form of battery powered illumination will be immediately available.

7. An emergency cart with a defibrillator, emergency drugs, and other resuscitation equipment shall be readily available to each anesthetizing location.

8. An attending anesthesiologist/CRNA shall be readily available to the surgical suite at all times during anesthetic delivery.

9. A reliable means of communication for summoning help must be immediately available at each anesthetizing location at all times.

ANESTHESIA APPARATUS CHECKOUT RECOMMENDATION
Before administering anesthesia, the FDA anesthesia apparatus checkout recommendations (attached to each anesthesia machine), shall be per formed for pneumatic anesthesia machines. For electronic anesthesia machines, the system check menu should be followed as recommended by the manufacturer.
